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江苏睿派英进出口有限公司

江苏睿派英进出口有限公司

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

2400*1200*1620 (mm) 

1000W/1500w 

400-10 

disc brake 

70-130km 

7-10 hours 

Controller 

Battery 

Max.speed 

Drive way 

body 

Driving type 

18tubes 

Lead acid or lithium 

30km/h 

RWD 

closed 

Electric  

HRK-003

CLZHC-005

Panel size 

Motor 

Charging time 

Brake 

wheelbase 

1800*900/2000*1000(mm) 

800w/1000W 

7-10 hours 

hand brake 

1300mm 

Controller 

Loading capacity 

Max.speed 

Driving type 

body 

15-18tubes 

500kg-1000kg 

20km/h 

Electric 

open 

Carriage dimension 
Tyre Size 
Net Weight
Wheelbase
Brake
Controller

2000*1200(mm) 
front:325-16 rear:400-12
350KG 
2300(mm )
footbrake
30tubes

Body Type
Driving Type
Loading Capacity
Max.Speed(fullload)
color
Power

open
Electric
600KG
300km/h
asyour request
1200W Brushless

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

2900*1360*1650(mm) 

1500W-3000w 

500-10vacuum 

Four-wheel disc brake 

70-130km 

7-10 hours 

Controller 

Battery 

Max.speed 

Drive way 

body 

Driving type 

24tubes 

Lead acid or lithium 

35-45km/h 

RWD 

closed 

Electric  

CLZKC-007

CLZHC-401

Carriage dimensions: 

Motor 

Tyre 

Brake 

wheelbase 

Charging time 

1800*1200/2000*1200 (mm) 

800w/1000W/1200w 

Front:300-12 rear:375-12 

disc brake 

2100mm/2300mm 

7-10 hours 

Controller 

Loading capacity 

Max.speed 

Drive way 

body 

Driving type 

18tubes 

500kg 

30km/h 

RWD 

open 

Electric  

Carriage dimensions: 

Motor 

Tyre 

Brake 

wheelbase 

Charging time 

Damping 

1500*1000 (mm) 

800w/1000W 

Front:300-12 rear:350-12 

foot brake 

1920mm 

7-10 hours 

Hydraulic shock absorber 

Controller 

Loading capacity 

Max.speed 

certifications 

body 

Driving type 

Climbing ability  

15/18tubes 

500kg 

30km/h 

CCC/ISO9001 

open 

Electric  

30degree 

CLZHC-011

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

MOQ 

wheelbase 

Climbing ability 

2100*950*1150(mm) 

650W brushless 

300-10 vacuum 

drum brake 

50km 

1 Piece 

1600mm 

15-20 degree 

Controller 

Charging time 

Max.speed 

warrsnty 

body 

Driving type 

battery 

certifications

12tubes 

7-10 hours 

30km/h 

1 years 

open 

Electric  

Lead acid or lithium 

CCC/ISO9001 

CLXXC-006

CLZKC-010CLZKC-009

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

3500*1360*1680(mm) 

1500W-3000w 

145vacuum 

Four-wheel disc brake 

70-130km 

7-10 hours 

Controller 

Battery 

Max.speed 

Drive way 

body 

Driving type 

24tubes 

Lead acid or lithium 

35-45km/h 

RWD 

closed 

Electric  

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

3500*1360*1680(mm) 

1500W-3000w 

145vacuum 

Four-wheel disc brake 

70-130km 

7-10 hours 

Controller 

Battery 

Max.speed 

Drive way 

body 

Driving type 

24tubes 

Lead acid or lithium 

35-45km/h 

RWD 

closed 

Electric  

CLGC-001

Dimensions: 

Motor 

Tyre 

Driving type 

MOQ 

Climbing ability 

2350*980*1650(mm) 

1200W/1500W  

100/90-10 vacuum 

Electric 

1Piece 

15-20 degree 

Controller 

Charging time 

Max.speed 

warrsnty 

body 

battery 

18tubes/24tubes 

7-10 hours 

33-35km/h 

1 years 

open 

Lead acid or lithium 

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

2960*960*1700(mm) 

1200W/1500W 

100/90-10 vacuum 

Electric 

1Piece 

15-20 degree 

Controller 

Charging time 

Max.speed 

warrsnty 

body 

battery 

18tubes/24tubes 

7-10 hours 

33-35km/h 

1years 

open 

Lead acid or lithium 

CLGC-002
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Dimension

Tyre Size

Net Weight

Brake

Max milege

Controller

Power

Battery

1550*700*1000(mm) 

300-8vacuum 

98KG

disc brake

70km

60/72V 800W

650w

60/72V 20AH

Body Type

Gross weight

Wheelbase

Packehing size

Maz.Speed(fullload)

Color

foldable

100kg

1100mm

1700*800*1100

28km/m

red/blue

CLZKC-003 CLZKC-008

Product performance: four seats, one-button start, LED lens headlights, automobile double-tube 

    hydraulic shock absorption,i ndependent suspension, aluminum canopy, steering wheel type withpower 

  s t e ering, digital display LCD instrument, automobile rotating forward and reverse gear switch

Product performance: six seats, one-button start, LED lens headlights, automobile double-tube 

hydraulic shock absorption, independent suspension, aluminum canopy, steering wheel type with

power steering, digital display  LCD instrument, automobile rotating forward and reverse gear switch
 

H2

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

Net weight 

Wheelbase 

2100*900*1000(mm) 

500W brushless 

300-10 vacuum 

Disc/drum brake 

50km 

7-10 hours 

150kg 

1500mm 

Controller 

color 

Max.speed 

damping 

body 

Driving type 

Loading capacity 

battery 

12tubes 

As your request 

30km/h 

Hydraulic damping 

open 

Electric  

250kg 

Lead acid or lithium 

Dimensions

Motor

Tyre

Brake

Driving distance

Charging time

2450*1500*1650(mm)

1000W/1200W

400-10vacuum

drum brake

70-130km

7-10 hours

Controller

Battery

Max.speed

Drive way

body

Driving type

18tubes/24tubes

Lead acid or lithium

30km/h

RWD

closed

Electric 

CLZKO-008

320KG 

2900x1000x1800(mm) 

Dimensions

Motor

Tyre

Brake

Wheelbase

Charging time

2000*800*1600(mm)

650W

300-10vacuum

drum brake

1450mm

7-10 hours

Controller

Battery

Max.speed

Net weight

body

Driving type

12tubes

Lead acid or lithium

30km/h

RWD

open

Electric 
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